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SECTION 09250

GYPSUM WALLBOARD

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 580/A 580M (1995a) Stainless Steel Wire

ASTM A 853 (1993) Steel Wire, Carbon, for General Use

ASTM A 446 (1991) Steel Sheet, Zinc-Coated 
(Galvanized) by the Hot-Dip Process, 
Structural (Physical) Quality

ASTM C 36 (1997) Gypsum Wallboard

ASTM C 79 (1995) Gypsum Sheathing Board

ASTM C 475 (1994) Joint Compound and Joint Tape for 
Finishing Gypsum Board

ASTM C 557 (1993a) Adhesive for Fastening Gypsum 
Wallboard to Wood Framing

ASTM C 630/C 630M (1996a) Water-Resistant Gypsum Backing 
Board

ASTM C 645 (1996a) Nonstructural Steel Framing Members

ASTM C 754 (1997) Installation of Steel Framing 
Members to Receive Screw-Attached Gypsum 
Panel Products

ASTM C 840 (1996) Application and Finishing of Gypsum 
Board

ASTM C 1002 (1996a) Steel Drill Screws for the 
Application of Gypsum Board or Metal 
Plaster Bases

ASTM C 1047 (1995) Accessories for Gypsum Wallboard 
and Gypsum Veneer Base

GYPSUM ASSOCIATION (GA)

GA 216 (1996) Application and Finishing of Gypsum 
Board
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GA 600 (1997) Fire Resistance Design Manual

UNDERWRITERS LABORATORIES (UL)

UL Fire Resist Dir (1998) Fire Resistance Directory 

1.2   SYSTEM DESCRIPTION

1.2.1   Fire-Rated Construction

Joints of fire-rated gypsum board enclosures shall be closed and sealed in 
accordance with UL test requirements or GA requirements, and as required to 
meet pressurization requirements.  Penetrations through rated partitions 
and ceilings shall be sealed tight in accordance with Section 07840 
FIRESTOPPING.  Fire ratings shall be as indicated.

1.2.2   Pressurized Enclosures

Pressurized fire-rated gypsum board enclosures shall allow the mechanical 
and electrical life-safety systems to operate in accordance with the design 
intent.  Air pressure within elevator shaft shall be 360 Pa.   Air pressure 
within stair shaft shall be 240 Pa.   Maximum mid-span deflection shall be 
L/360.

1.3   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-04 Drawings

Steel Framing; FIO.  Control Joints; FIO.  Fire-Resistant Assemblies; FIO.

Drawings and installation details for ceiling framing, furring, special 
wall framing, and framed openings in walls and ceilings.

SD-13 Certificates

Gypsum Wallboard; FIO.  Water-Resistant Gypsum Board; FIO.  Steel Framing; 
FIO.  Fire-Rated Gypsum Board; FIO.

Certificates stating that the steel framing and gypsum wallboard meet the 
specified requirements.

1.4   QUALIFICATIONS

Manufacturer shall specialize in manufacturing the types of material 
specified and shall have a minimum of 5 years of documented successful 
experience.  Installer shall specialize in the type of gypsum board work 
required and shall have a minimum of 3 years of documented successful 
experience.

1.5   DELIVERY, STORAGE AND HANDLING

Materials shall be delivered in original containers bearing the name of 
manufacturer, contents, and brand name.  Materials shall be stored off the 
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ground in a weathertight structure for protection.  Gypsum boards shall be 
stacked flat, off floor and supported to prevent sagging and warpage.  
Adhesives and joint materials shall be stored in accordance with 
manufacturer’s printed instructions.  Damaged or deteriorated materials 
shall be removed from jobsite.

1.6   ENVIRONMENTAL CONDITIONS

Environmental conditions for application and finishing of gypsum board 
shall be in accordance with ASTM C 840.  During the application of gypsum 
board without adhesive, a room temperature of not less than 4 degrees C  
shall be maintained.  During the application of gypsum board with adhesive, 
a room temperature of not less than 10 degrees C  shall be maintained for 
48 hours prior to application and continuously afterwards until completely 
dry.  Building spaces shall be ventilated to remove water not required for 
drying joint treatment materials.  Drafts shall be avoided during dry hot 
weather to prevent materials from drying too rapidly.

PART 2   MATERIALS

2.1   NON-LOADBEARING STUD WALLS

2.1.1   Studs

Studs for non-loadbearing walls shall conform to ASTM C 645.  Studs shall 
be C-shaped, roll formed steel with minimum uncoated design thickness of 
0.72 mm (0.0284 in) made from G40 hot-dip galvanized coated sheet.

2.1.2   Studs; Heavy Gage

Where indicated, heavy gage steel studs shall be formed from steel sheets 
conforming to ASTM A 446 except that the steel shall have a minimum  yield 
point of 228 MPa  (Grade A) for 1.2 mm thicknesses.  Studs shall be 
C-shaped, sized as shown on the drawings, and be hot dipped galvanized.  
Stud flanges shall be not less than 35 mm wide, and each flange shall, in 
addition, have a stiffening lip bent parallel to the stud web. Stiffening 
lips shall be at least 13 mm wide with turned or folded edges.  Stud webs 
shall have preformed holes or knockouts not larger than 19 square cm spaced 
not less than 150 mm on centers for utility lines and/or wires.  Holes or 
knockouts shall be centered on the longitudinal axis of the web and shall 
be not more than 40 mm across the longitudinal axis.

2.1.3   Runner Tracks

Floor and ceiling runner tracks shall conform to ASTM C 645.  Tracks shall 
be prefabricated, U-shaped with minimum 25 mm  flanges, unpunched web, 
thickness to match studs, made from G40 hot-dip galvanized coated sheet.

2.2   SUSPENDED CEILING FRAMING

Suspended ceiling framing system shall have the capability to support the 
finished ceiling, light fixtures, air diffusers, and accessories, as shown. 
 The suspension system shall have a maximum deflection of L/240.  Carrying 
channels shall be formed from minimum 1.40 mm  thick cold-rolled steel, 38 
x 19 mm.   Furring members shall be formed from cold-rolled steel, 22 x 65 
mm.   Carrying channels and furring members shall be made from hot-dip 
galvanized coated sheet.

2.3   GYPSUM BOARD
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Gypsum board shall have square-cut ends, tapered or beveled edges and shall 
be maximum possible length.  Gypsum board thickness shall be as shown.

2.3.1   Fire-Rated Gypsum Board

All gypsum board shall be fire-rated gypsum board. Fire-rated gypsum board 
shall conform to ASTM C 36, and shall be Type X or Type C as required, 1200 
mm  wide.

2.3.2   Water-Resistant Gypsum Board

Water-resistant gypsum board shall conform to ASTM C 630/C 630M, Type X, 
with water-resistant paper faces, paintable surfaces, and shall be 1200 mm  
width and maximum permissible length.

2.3.3   Shaftwall Liner Panel

Shaftwall liner panel shall conform to UL listing.  Liner Panel shall be 
specifically manufactured for cavity shaftwall system, with water-resistant 
paper faces, bevel edges, single lengths to fit required conditions, 25.4 mm
 thick, by 600 mm  wide.

2.3.4   Exterior Sheathing Board

Exterior sheathing board shall conform to ASTM C 79, Type X, shall have 
water-resistant core, water-repellant paper faces each side, with 
tongue-and-groove edges, and be 600 mm  wide, or square edges and 1200 mm 
wide.

2.4   TRIM, MOLDINGS, AND ACCESSORIES

2.4.1   Taping and Embedding Compound

Taping and embedding compound shall conform to ASTM C 475.  Compound shall 
be specifically formulated and manufactured for use in embedding tape at 
gypsum wallboard joints and fastener heads, and shall be compatible with 
tape and substrate.

2.4.2   Finishing or Topping Compound

Finishing or topping compound shall conform to ASTM C 475.  Compound shall 
be specifically formulated and manufactured for use as a finishing compound 
for gypsum board.

2.4.3   All-Purpose Compound

All-purpose compound shall be specifically formulated and manufactured to 
use as a taping and finishing compound, and shall be compatible with tape 
and substrate.

2.4.4   Joint Tape

Joint tape shall conform to ASTM C 475 and shall be as recommended by 
gypsum board manufacturer.

2.4.5   Trim, Control Joints, Beads, Stops and Nosings

Items used to protect edges, corners, and to provide architectural features 
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shall be in accordance with ASTM C 1047.

2.5   FASTENINGS AND ADHESIVES

2.5.1   Screws

Screws shall conform to ASTM C 1002.  Screws shall be self-drilling and 
self-tapping steel, Type G for gypsum board to gypsum board Type S for wood 
or light-gauge steel framing .

2.5.2   Adhesives

Adhesives shall conform to ASTM C 557.  Adhesives shall be formulated to 
bond gypsum board to wood framing members.  For securing gypsum board to 
metal framing, adhesive shall be as recommended by gypsum board 
manufacturer.

2.5.3   Hangers

Suspended ceiling runner channel hangers shall be soft, annealed steel wire 
not less than No. 8 SWG, conforming to ASTM A 853 .

2.5.4   Wire and Clip Type Fastenings

Tie wire, clips, rings, and other fastenings shall be corrosion-resisting 
steel conforming to ASTM A 580/A 580M, composition 302, 304, or 316, 
Condition A, except that walls, partitions, and other vertical surfaces not 
incorporated in ceiling construction may be erected with soft, annealed 
steel conforming to ASTM A 853.

2.5.4.1   Tie Wire

Tie wire for constructing partitions and vertical furring, for securing 
metal lath to supports, and for lacing shall be not less than No. 18 SWG.  
Tie wire for other applications shall be not less than No. 16 SWG.

2.5.4.2   Clips

Clips used in lieu of tie wire for securing the furring channels to the 
runner channels in ceiling construction shall be made from strip not less 
than 3 mm  thick or shall be hairpin clip, formed of wire not less than 0.4 
mm  nominal diameter.  Other clips and rings or fastenings of similar 
materials shall be equivalent in holding power to that provided by tie wire 
for the specific application.

PART 3   EXECUTION

3.1   INTERIOR WALL FRAMING

Steel framing and furring members shall be installed in accordance with 
ASTM C 754.  Members shall be in alignment with spacings not to exceed the 
maximum spacings indicated on drawings.  Runners shall be aligned 
accurately at the floor and ceiling and securely anchored. Install sealant 
tape or bead as specified in Section 07900 JOINT SEALING and indicated on 
drawings.

3.1.1   Wall Openings

The framing system shall provide for the installation and anchorage of the 
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required subframes or finish frames for wall openings at doors, 
pass-through openings, and access panels.  Partitions abutting continuous 
suspended ceilings shall be strengthened for rigidity at rough openings of 
more than 750 mm  wide.  Studs at openings shall be 0.84 mm (0.0329 in)  
minimum bare metal thickness and spot grouted at jamb anchor inserts.  
Double studs shall be fastened together with screws and secured to floor 
and overhead runners.  Two studs shall be used for framing solid-core 
doors, doors over 900 mm  wide

3.2   SHAFT WALL FRAMING

The shaft wall system shall be installed in accordance with the system 
manufacturer’s published instructions.  Bucks, anchors, blocking and other 
items placed in or behind shaft wall framing shall be coordinated with 
electrical and mechanical work.  Fireproofing materials which are damaged 
or removed during shaft wall construction shall be patched or replaced. 
Install sealant tape or bead as specified in Section 07900 JOINT SEALING 
and as indicated on drawings.

3.3   SUSPENDED CEILING FRAMING

Suspended ceiling system framing shall be installed in accordance with ASTM 
C 754.

3.3.1   Hangers

Hangers shall be spaced not more than 1200 mm  along runner channels and 
900 mm  in the other direction or 1050 mm  in both directions unless 
otherwise indicated.  Locations of hanger wires shall be coordinated with 
other work.  Hangers at ends of runner channels shall be located not more 
than 150 mm  from wall.  Hanger wire shall be looped around bottom chord of 
open-web steel joists, or secured to structural elements with suitable 
fasteners.  Sags or twists which develop in the suspended system shall be 
adjusted.  Damaged or faulty parts shall be replaced.

3.3.2   Main Runners

Main runner channels shall be installed in accordance with ASTM C 754.  
Hanger wires shall be double strand saddle-tied to runner channels and the 
ends of hanger wire shall be twisted three times around itself.  Main 
runners shall be located to within 150 mm  of the paralleling wall to 
support the ends of cross furring.  Main runners shall not come in contact 
with abutting masonry or concrete walls.  Where main runners are spliced, 
ends shall be overlapped 300 mm  with flanges of channels interlocked, and 
shall be securely tied at each end of splice with wire looped twice around 
the channels.

3.3.3   Furring Channels

Furring channels shall be spaced in accordance with ASTM C 754.  Furring 
channels shall be secured to the runner channels and to structural supports 
at each crossing with tie wire, hairpin clips, or equivalent fastenings.  
Furring channels shall be located within 50 mm  of parallel walls and 
beams, and shall be cut 13 mm  short of abutting walls.

3.3.4   Ceiling Openings

Support members shall be provided as required at ceiling openings for 
access panels, recessed light fixtures, and air supply or exhaust.  Support 
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members shall be not less than 38 mm  main runner channels and vertically 
installed suspension wires or straps shall be located to provide at least 
the minimum support specified herein for furring and wallboard attachment.  
Intermediate structural members not a part of the structural system, shall 
be provided for attachment or suspension of support members.

3.3.5   Light Fixtures and Air Diffusers

Light fixtures and air diffusers shall be supported directly from suspended 
ceiling runners.  Wires shall be provided at appropriate locations to carry 
the weight of recessed or surface mounted light fixtures and air diffusers.

3.3.6   Control Joints

Ceiling control joints for expansion and contraction shall be located where 
indicated on drawings.  A control joint or intermediate blocking shall be 
installed where ceiling framing members change direction.

3.4   APPLICATION OF GYPSUM BOARD

Gypsum board shall be installed in accordance with ASTM C 840 and GA 216 
and as specified.  Paragraph 17.3.1 GENERAL of ASTM C 840 which permits 
usage of water resistant gypsum board as a base for adhesive application of 
ceramic or plastic tile on ceilings, does not apply.  Edges and ends of 
gypsum boards shall be cut to obtain neat fitting joints.  End joints of 
adjoining boards shall be staggered, and shall be staggered on opposite 
sides of wall.  Boards shall be applied with moderate contact without 
forcing in place.  Holes for pipes, fixtures or other small openings shall 
be cut with a tool which will provide a neat fit.  Screws shall be driven 
so that the heads are slightly below the plane of paper face.  Fracturing 
the paper face or damaging the core shall be avoided.  Trim shall be 
installed at external and internal angles formed by the intersecting gypsum 
board surfaces with other surfaces.  Corner beads shall be installed to 
vertical and horizontal corners in accordance with manufacturer’s published 
instructions.

3.4.1   Water-Resistant Gypsum Board

Water-resistant gypsum board shall be installed in all toilet rooms and at 
locations indicated. Ceramic tile installed over cementitious backer units 
as specified in Section 09310 CERAMIC TILE.

3.4.2   Exterior Gypsum Sheathing

Exterior gypsum sheathing shall be flashed at openings so that water 
intrusion will not contact the sheathing.  Vertical end and edge joints 
shall abut over the centers of framing members and shall be offset a 
minimum of one framing space between adjacent rows of gypsum sheathing. 
Sheathing shall be installed in accordance with manufacturer’s instructions.

3.5   TRIM, MOLDINGS, AND ACCESSORIES INSTALLATION

Trim, moldings and accessories shall be installed in accordance with GA 216.
 External corners shall be protected with a metal bead or other suitable 
type of corner protection attached to the supporting construction with 
fasteners as required to maintain straightness. Corner beads shall be 
permitted to be attached with a crimping tool.

3.6   TAPING AND FINISHING
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Gypsum board taping and finishing shall be performed in accordance with 
ASTM C 840.  Boards shall be kept free of dirt, oil and other foreign 
matter that could cause a lack of bond.  Screw heads, dents, gouges, and 
cut-outs shall be filled with joint compound and sanded.  Accessories at 
exposed joints, edges, corners, openings, and similar locations shall be 
taped, floated with joint compound, and sanded to produce surfaces ready 
for gypsum board finishes.

3.7   FIRE-RESISTANT ASSEMBLIES

Gypsum wallboard construction for fire-rated assemblies shall be in 
accordance with UL Fire Resist Dir, or GA 600 for the design number 
indicated on drawings.

3.8   PATCHING

Surface defects and damage shall be corrected as required to leave gypsum 
board smooth, uniform in appearance with board joints hidden, and ready to 
receive finish as specified.

        -- End of Section --
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SECTION 09310

CERAMIC TILE

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI A108.1A (1992) Installation of Ceramic Tile in the 
Wet-Set Method, with Portland Cement Mortar

ANSI A108.1B (1992) Installation of Ceramic Tile on a 
Cured Portland Cement Mortar Setting Bed 
with Dry-Set or Latex Portland Cement 
Mortar

ANSI A108.5 (1992) Installation of Ceramic Tile with 
Dry-Set Portland Cement Mortar or 
Latex-Portland Cement Mortar

ANSI A108.10 (1992) Installation of Grout in Tilework

ANSI A108.11 (1992) Interior Installation of 
Cementitious Backup Units

ANSI A118.4 (1992) Latex-Portland Cement Mortar

ANSI A118.6 (1992) Ceramic Tile Grouts

ANSI A118.9 (1992) Test Methods and Specifications for 
Cementitious Backer Units

ANSI A137.1 (1988) Ceramic Tile

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 185 (1994) Steel Welded Wire Fabric, Plain, 
for Concrete Reinforcement

ASTM C 33 (1997) Concrete Aggregates

ASTM C 144 (1993) Aggregate for Masonry Mortar

ASTM C 150 (1997) Portland Cement

ASTM C 206 (1984; R 1992) Finishing Hydrated Lime

ASTM C 207 (1991; R 1992) Hydrated Lime for Masonry 
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Purposes

ASTM C 241 (1990) Abrasion Resistance of Stone 
Subjected to Foot Traffic

ASTM C 373 (1988; R 1994) Water Absorption, Bulk 
Density, Apparent Porosity, and Apparent 
Specific Gravity of Fired Whiteware 
Products

ASTM C 648 (1984; R 1994) Breaking Strength of 
Ceramic Tile

ASTM C 1027 (1984; R 1990) Determining Visible 
Abrasion Resistance of Glazed Ceramic Tile

ASTM C 1028 (1996) Determining the Static Coefficient 
of Friction of Ceramic Tile and Other Like 
Surfaces by the Horizontal Dynamometer 
Pull-Meter Method

MARBLE INSTITUTE OF AMERICA (MIA)

MIA-01 (1991) Design Manual IV Dimensional Stone

TILE COUNCIL OF AMERICA (TCA)

TCA-01 (1997) Handbook for Ceramic Tile 
Installation

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Tile; FIO.  Setting-Bed; FIO.  Mortar, Grout, and Adhesive; FIO.

Manufacturer’s catalog data.

SD-06 Instructions

Tile; FIO.  Mortar and Grout; FIO.

Manufacturers preprinted installation and cleaning instructions.

SD-09 Reports

Testing; FIO.

Copy of results for electrical resistance tests.

SD-13 Certificates

Tile; FIO.  Mortar, Grout, and Adhesive; FIO.  
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Certificates indicating conformance with specified requirements. A master 
grade certificate shall be furnished for tile.

SD-14 Samples

Tile; GA.  Accessories; FIO.  Marble Thresholds; GA.

Samples of sufficient size to show color range, pattern, type and joints.

1.3   DELIVERY AND STORAGE

Materials shall be delivered to the project site in manufacturer’s original 
unopened containers with seals unbroken and labels and hallmarks intact.  
Materials shall be kept dry, protected from weather, and stored under cover 
in accordance with manufacturer’s instructions.

1.4   ENVIRONMENTAL REQUIREMENTS

Ceramic tile work shall not be performed unless the substrate and ambient 
temperature is at least 10 degrees C  and rising.  Temperature shall be 
maintained above 10 degrees C  while the work is being performed and for at 
least 7 days after completion of the work.  When temporary heaters are used 
they shall be vented to the outside to avoid carbon dioxide damage to new 
tilework.

1.5   WARRANTY

Manufacturer’s standard performance guarantees or warranties that extend 
beyond a 1-year period shall be provided.

PART 2   PRODUCTS

2.1   TILE

Tile shall be standard grade conforming to ANSI A137.1.  Containers shall 
be grade sealed.  Seals shall be marked to correspond with the marks on the 
signed master grade certificate.  Tile shall be impact resistant with a 
minimum breaking strength for wall tile and base of 41 kg  and 113 kg  for 
floor tile in accordance with ASTM C 648.  Water absorption shall be 0.50 
maximum percent in accordance with ASTM C 373.  Floor tile shall have a 
minimum coefficient of friction of 0.50 wet and dry in accordance with ASTM 
C 1028.  Floor tile shall be Class III-Medium Heavy Traffic, durability 
classification as rated by the manufacturer when tested in accordance with 
ASTM C 1027for abrasion resistance as related to foot traffic.

2.1.1   Mosaic Tile

Ceramic mosaic tile and trim shall be unglazed porcelain unpolished with 
sharply formed face.  Tile size shall be 50 x 50 mm  .  Color shall be as 
specified on drawings.

2.1.2   Glazed Wall Tile

Glazed wall tile and trim shall be cushion edged with bright glaze.  Tile 
shall be 106 x 106 mm.   Color shall be as specified on drawings.

2.2   SETTING-BED

The setting-bed shall be composed of the following:
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2.2.1   Aggregate for Concrete Fill

Aggregate shall conform to ASTM C 33.  Maximum size of coarse aggregate 
shall not be greater than one-half the thickness of concrete fill.

2.2.2   Portland Cement

Cement shall conform to ASTM C 150, Type I, white for wall mortar and gray 
for other uses.

2.2.3   Sand

Sand shall conform to ASTM C 144.

2.2.4   Hydrated Lime

Hydrated lime shall conform to ASTM C 206, Type S or ASTM C 207, Type S.

2.2.5   Reinforcing Wire Fabric

Wire fabric shall conform to ASTM A 185.  Wire shall be either 50 x 50 mm  
mesh, 16/16 wire or 38 x 50 mm  mesh, 16/13 wire.

2.3   WATER

Water shall be potable.

2.4   MORTAR, GROUT, AND ADHESIVE

Mortar, grout, and adhesive shall conform to the following:

2.4.1   Latex-Portland Cement Mortar

ANSI A118.4.

2.4.2   Ceramic Tile Grout

ANSI A118.6; latex-portland cement grout .

2.4.3   Cementitious Backer Board

Cementitious backer units shall comply with ANSI A118.9.

2.5   MARBLE THRESHOLDS

Marble thresholds shall be of size required by drawings or conditions.  
Marble shall be Group A as classified by  MIA-01.  Marble shall have a fine 
sand-rubbed finish and shall be white in color as approved by the 
Contracting Officer.  Marble abrasion shall be not less than 12.0 when 
tested in accordance with ASTM C 241.

PART 3   EXECUTION

3.1   PREPARATORY WORK AND WORKMANSHIP

Surface to receive tile shall be inspected and shall conform to the 
requirements of ANSI A108.1A or ANSI A108.1B for surface conditions for the 
type setting bed specified and for workmanship.  Variations of surface to 
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be tiled shall fall within maximum values shown below:

            TYPE                   WALLS                   FLOORS

  Latex portland cement mortar  3 mm in 2.4 meters        3.0 mm in 3 meters

3.2   GENERAL INSTALLATION REQUIREMENTS

Tile work shall not be started until roughing in for mechanical and 
electrical work has been completed and tested.  Tile in colors and patterns 
indicated shall be applied in the area shown on the drawings.  Tile shall 
be installed with the respective surfaces in true even planes to the 
elevations and grades shown.  Special shapes shall be provided as required 
for offsets, external corners, and other conditions to provide a complete 
and neatly finished installation.  Tile bases and coves shall be solidly 
backed with mortar.

3.3   INSTALLATION OF WALL TILE AND BASE

Wall base shall be installed in accordance with the TCA-01, method W243.  
Wall tile at shower shall be installed in accordance with the TCA-01, method
 W244.

3.3.1   Latex-Portland Cement Mortar

 Latex-portland cement shall be used to install tile in accordance with 
ANSI A108.5.  Latex portland cement shall be used when installing porcelain 
ceramic tile.

3.4   INSTALLATION OF FLOOR AND SHOWER RECEPTOR TILE

Floor tile shall be installed in accordance with TCA-01, method F113.  
Shower receptors shall be installed in accordance with TCA-01, method B415.

3.4.1   Workable or Cured Mortar Bed

Floor tile shall be installed over a workable mortar bed or a cured mortar 
bed at the option of the Contractor.  Workable mortar bed materials and 
installation shall conform to ANSI A108.1A.  Cured mortar bed and materials 
shall conform to ANSI A108.1B.  Joints between tile shall be uniform in 
width.

3.4.2   Latex-Portland Cement

 Latex-portland cement mortar shall be used to install tile directly over 
properly cured, plane, clean concrete slabs in accordance with ANSI A108.5. 
 Latex portland cement shall be used when installing porcelain ceramic tile.

3.4.3   Ceramic Tile Grout

Ceramic Tile grout shall be prepared and installed in accordance with ANSI 
A108.10.

3.4.4   Waterproofing

Shower pans are specified in Section 15400 PLUMBING, GENERAL PURPOSE.

3.4.5   Concrete Fill
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 Concrete fill shall be composed by volume of 1 part portland cement to 3 
parts fine aggregate to 4 parts coarse aggregate, and mixed with water to 
as dry a consistency as practicable.  The fill shall be spread, tamped, and 
screeded to a true plane, and pitched to drains or leveled as shown.  
Concrete fill shall be thoroughly damp cured before application of 
setting-bed material .  Concrete fill shall be reinforced with one layer of 
reinforcement, with the uncut edges lapped the width of one mesh and the 
cut ends and edges lapped not less than 50 mm.   Laps shall be tied 
together with 1.3 mm  wire every 250 mm  along the finished edges and every 
150 mm  along the cut ends and edges.  The reinforcement shall be supported 
and secured in the centers of concrete fills.  The mesh shall be 
continuous; except where expansion joints occur, mesh shall be cut and 
discontinued across such joints.  Reinforced concrete fill shall be 
provided under the setting-bed where the distance between the under-floor 
surface and the finished tile floor surface is 50 mm  or greater, and shall 
be of such thickness that the mortar setting-bed  over the concrete fill 
shall be not less than 19 mm  nor more than 31 mm  thick at any point.

3.4.6   Cementitious Backer Board

Cementitious backer units shall be installed in accordance with ANSI A108.11. 
 Fasteners shall be type designed for cement board application.

3.5   INSTALLATION OF MARBLE THRESHOLDS

Thresholds shall be installed where indicated in a manner similar to that 
of the ceramic tile floor.  Thresholds shall be the full width of the 
opening.  Head joints at ends shall not exceed 6 mm  in width and shall be 
grouted full as specified for ceramic tile.

3.6   CLEANING AND PROTECTING

Upon completion, tile surfaces shall be thoroughly cleaned in accordance 
with manufacturer’s approved cleaning instructions.  Acid shall not be used 
for cleaning glazed tile.  Floor tile with resinous grout or with factory 
mixed grout shall be cleaned in accordance with instructions of the grout 
manufacturer.  After the grout has set, tile wall surfaces shall be given a 
protective coat of a noncorrosive soap or other approved method of 
protection.  Tiled floor areas shall be covered with building paper before 
foot traffic is permitted over the finished tile floors.  Board walkways 
shall be laid on tiled floors that are to be continuously used as 
passageways by workmen.  Damaged or defective tiles shall be replaced.

    -- End of Section --
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SECTION 09510

ACOUSTICAL CEILINGS

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM C 635 (1995) Manufacture, Performance, and 
Testing of Metal Suspension Systems for 
Acoustical Tile and Lay-In Panel Ceilings

ASTM C 636 (1996) Installation of Metal Ceiling 
Suspension Systems for Acoustical Tile and 
Lay-In Panels 

ASTM E 1264 (1990) Standard Classification for 
Acoustical Ceiling Products

ASTM E 1414 (1991a) Standard Test for Airborne Sound 
Attenuation Between Rooms Sharing a Common 
Ceiling Plenum 

1.2   GENERAL REQUIREMENTS

Acoustical treatment shall consist of sound controlling units mechanically 
mounted on a ceiling suspension system.  The unit size, texture, finish, 
and color shall be as specified.  The Contractor has the option to 
substitute inch-pound (I-P) Recessed Light Fixtures (RLF) for metric RLF.  
If the Contractor opts to furnish I-P RLF, other ceiling elements like 
acoustical ceiling tiles, air diffusers, air registers and grills, shall 
also be I-P products.  The Contractor shall coordinate the whole ceiling 
system with other details, like the location of access panels and ceiling 
penetrations, etc., shown on the drawings.  If I-P products are used, the 
Contractor shall be responsible for all associated labor and materials and 
for the final assembly and performance of the specified work and products.  
The location and extent of acoustical treatment shall be as shown on the 
drawings.

1.3   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Acoustical Ceiling System; FIO.
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Manufacturer’s descriptive data, catalog cuts, and installation 
instructions.

SD-04 Drawings

Acoustical Ceiling System; FIO.

Drawings showing suspension system, method of anchoring and fastening, 
details, and reflected ceiling plan.

SD-09 Reports

Ceiling Attenuation Class and Test; FIO.

Reports by an independent testing laboratory attesting that acoustical 
ceiling systems meet specified sound transmission requirements.

SD-13 Certificates

Acoustical Units; FIO.

Certificate attesting that the mineral based acoustical units furnished for 
the project contains recycled material and showing an estimated percent of 
such material.

SD-14 Samples

Acoustical Units; GA.

Two samples of each type of acoustical unit and each type of suspension 
grid tee section showing texture, finish, and color.

1.4   DELIVERY AND STORAGE

Materials shall be delivered to the site in the manufacturer’s original 
unopened containers with brand name and type clearly marked.  Materials 
shall be carefully handled and stored in dry, watertight enclosures. 
Immediately before installation, acoustical units shall be stored for not 
less than 24 hours at the same temperature and relative humidity as the 
space where they will be installed in order to assure proper temperature 
and moisture acclimation.

1.5   ENVIRONMENTAL REQUIREMENTS

A uniform temperature of not less than 16 degrees C  nor more than 29 
degrees C  and a relative humidity of not more than 70 percent shall be 
maintained before, during, and after installation of acoustical units.

1.6   SCHEDULING

Interior finish work such as plastering, concrete and terrazzo work shall 
be complete and dry before installation.  Mechanical, electrical, and other 
work above the ceiling line shall be completed and heating, ventilating, 
and air conditioning systems shall be installed and operating in order to 
maintain temperature and humidity requirements.

1.7   WARRANTY
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Manufacturer’s standard performance guarantees or warranties that extend 
beyond a one year period shall be provided.

1.8   EXTRA MATERIALS

Spare tiles of each color shall be furnished at the rate of 5 tiles for 
each 100 tiles installed.  Tiles shall be from the same lot as those 
installed.

PART 2   PRODUCTS

2.1   ACOUSTICAL UNITS

Acoustical units shall conform to ASTM E 1264, Class A, and the following 
requirements:

2.1.1   Units for Exposed-Grid System ACOUST-1

Type:  III, Form 1; (mineral fiber with painted finish).  Type III 
acoustical units shall have a minimum recycled material content of 18 
percent.

Minimum NRC:  0.65 when tested on mounting No. E-400

Pattern:  E .

Nominal size:  600 by 600 mm. 

Edge detail:  Trimmed and butt .

Finish:  Factory-applied standard finish .

Minimum LR coefficient:  0.82.

Minimum CAC:  35.

Grid:  23 mm face.

2.1.2   Units for Exposed-Grid System ACOUST-2

Type:  X (mineral fiber with aluminum faced membrane).

Minimum NRC:  0.55 when tested on mounting No. E-400

Pattern:  G (smooth, unperforated).

Nominal size:  600 by 600 mm.

Edge detail:  Trimmed and butt.

Finish:  Factory-applied standard finish.

Minimum LR coefficient:  0.70.

Minimum CAC:  40.

Grid:  23 mm face.

2.1.3   Units for Exposed-Grid System ACOUST-3
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Type:  VII, Form 2 (glass fiber based panel with cloth membrane facing).

Minimum NRC:  0.95 when tested on mounting No. E-400 and with standard
finish.

Pattern:  G.

Nominal size:  600 by 600

Edge detail:  Trimmed and butt.

Finish:  Shop or Factory-applied custom color finish, black.

Minimum LR coefficient:  n/a.

Minimum CAC:  25.

Grid:  23 mm face, matte black color.

2.1.4   Units for Exposed-Grid System ACOUST-4

Type:  III, Form 1 (mineral fiber with painted finish).

Minimum NRC:  0.65 when tested on mounting No. E-400 and with standard
finish.

Pattern:  E.

Nominal size:  300 by 300

Edge detail:  Tongue and groove, self leveling type.

Finish:  Factory-applied standard finish.

Minimum LR coefficient:  0.82.

Minimum CAC:  35.

Grid:  Concealed zee or tee grid furring as standard with manufacturer.

2.2   SUSPENSION SYSTEM

Suspension system shall be standard exposed-grid standard width flange , 
and shall conform to ASTM C 635 for heavy-duty systems.  Surfaces exposed 
to view shall be aluminum or hot dipped galvanized steel with a 
factory-applied white or color baked-enamel finish .  Wall molding shall 
have a flange of not less than 23 mm  .  Standard corners shall be 
provided.  Suspended ceiling framing system shall have the capability to 
support the finished ceiling, light fixtures, air diffusers, and 
accessories, as shown.  The suspension system shall have a maximum 
deflection of 1/360 of span length.

2.3   HANGERS

Hangers shall be galvanized steel wire.  Hangers and attachment shall 
support a minimum 1330 N  ultimate vertical load without failure of 
supporting material or attachment.
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2.4   FINISHES

Acoustical units and suspension system members shall have manufacturer’s 
standard textures, patterns and finishes as specified.  Ceiling suspension 
system components shall be treated to inhibit corrosion.

2.5   COLORS AND PATTERNS

Colors and patterns for acoustical units and suspension system components 
shall be indicated in this section and as specified on drawings.

2.6   CEILING ATTENUATION CLASS AND TEST

Ceiling attenuation class (CAC) range of acoustical units, when required, 
shall be determined in accordance with ASTM E 1414.  Test ceiling shall be 
continuous at the partition and shall be assembled in the suspension system 
in the same manner that the ceiling will be installed on the project.  
System shall be tested with all acoustical units installed.

PART 3   EXECUTION

3.1   INSTALLATION

Acoustical work shall be provided complete with necessary fastenings, 
clips, and other accessories required for a complete installation. 
Mechanical fastenings shall not be exposed in the finished work.  Hangers 
shall be laid out for each individual room or space.  Hangers shall be 
placed to support framing around beams, ducts, columns, grilles, and other 
penetrations through ceilings.  Main runners and carrying channels shall be 
kept clear of abutting walls and partitions.  At least two main runners 
shall be provided for each ceiling span.  Wherever required to bypass an 
object with the hanger wires, a subsuspension system shall be installed, so 
that all hanger wires will be plumb.

3.1.1   Suspension System

Suspension system shall be installed in accordance with ASTM C 636 and as 
specified herein.  There shall be no hanger wires or other loads suspended 
from underside of steel decking.

3.1.1.1   Plumb Hangers

Hangers shall be plumb and shall not press against insulation covering 
ducts and pipes.

3.1.1.2   Splayed Hangers

Where hangers must be splayed (sloped or slanted) around obstructions, the 
resulting horizontal force shall be offset by bracing, countersplaying, or 
other acceptable means.

3.1.2   Wall Molding

Wall molding shall be provided where ceilings abut vertical surfaces.  Wall 
molding shall be secured not more than 75 mm  from ends of each length and 
not more than 400 mm  on centers between end fastenings.  Wall molding 
springs shall be provided at each acoustical unit in semi-exposed or 
concealed systems.
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3.1.3   Acoustical Units

Acoustical units shall be installed in accordance with the approved 
installation instructions of the manufacturer.  Edges of acoustical units 
shall be in close contact with metal supports, with each other, and in true 
alignment.  Acoustical units shall be arranged so that units less than 
one-half width are minimized.  Units in exposed-grid system shall be held 
in place with manufacturer’s standard hold-down clips, if units weigh less 
than 5 kg per square m  or if required for fire resistance rating.Hold-down 
clips shall be of type that can release without damage to the ceiling tile.

3.2   CLEANING

Following installation, dirty or discolored surfaces of acoustical units 
shall be cleaned and left free from defects.  Units that are damaged or 
improperly installed shall be removed and new units provided as directed.

        -- End of Section --
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SECTION 09650

RESILIENT FLOORING

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 4078 (1992; R 1996) Water Emulsion Floor Polish

ASTM E 648 (1997) Critical Radiant Flux of 
Floor-Covering Systems Using a Radiant 
Heat Energy Source

ASTM E 662 (1995) Specific Optical Density of Smoke 
Generated by Solid Materials

ASTM F 1066 (1995a) Vinyl Composition Floor Tile

 

1.2   FIRE RESISTANCE REQUIREMENTS

Flooring in corridors and exits shall have a minimum average critical 
radiant flux of 0.22 watts per square centimeter when tested in accordance 
with ASTM E 648.  The smoke density rating shall be less than 450 when 
tested in accordance with ASTM E 662.

1.3   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Resilient Flooring and Accessories; FIO.

Manufacturer’s descriptive data and installation instructions including 
cleaning and maintenance instructions.

SD-09 Reports

Resilient Flooring and Accessories; FIO.

Copies of test reports showing that representative product samples of the 
flooring proposed for use have been tested by an independent testing 
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laboratory within the past three years or when formulation change occurred 
and conforms to the requirements specified.

SD-14 Samples

Resilient Flooring and Accessories; GA.

Three samples of each indicated color and type of flooring and base.  
Sample size shall be minimum 60 x 100 mm. 

1.4   DELIVERY AND STORAGE

Materials shall be delivered to the building site in original unopened 
containers bearing the manufacturer’s name, project identification, and 
handling instructions.  Materials shall be stored in a clean dry area with 
temperature maintained above 21 degrees C  for 2 days prior to 
installation, and shall be stacked according to manufacturer’s 
recommendations.  Materials shall be protected from the direct flow of heat 
from hot-air registers, radiators and other heating fixtures and appliances.

1.5   ENVIRONMENTAL REQUIREMENTS

Areas to receive resilient flooring shall be maintained at a temperature 
above 21 degrees C  and below 38 degrees C  for 2 days before application, 
during application and 2 days after application.  A minimum temperature of 
13 degrees C  shall be maintained thereafter.

1.6   SCHEDULING

Resilient flooring application shall be scheduled after the completion of 
other work which would damage the finished surface of the flooring.

1.7   WARRANTY

Manufacturer’s standard performance guarantees or warranties that extend 
beyond a one year period shall be provided.

1.8   EXTRA MATERIALS

Extra flooring material of each color and pattern shall be furnished at the 
rate of 5 tiles for each 1000 tiles installed.  Extra materials shall be 
from the same lot as those installed.  Extra base material composed of 6 m 
of each color shall be furnished.

PART 2   PRODUCTS

2.1   VINYL-COMPOSITION TILE

Vinyl-composition tile shall conform to ASTM F 1066, Class 2,(through 
pattern tile), Composition 1, asbestos-free, and shall be 300 mm square and 
3.2 mm  thick.  Tile shall have the color and pattern uniformly distributed 
throughout the thickness of the tile.  Flooring in any one continuous area 
shall be from the same lot and shall have the same shade and pattern.

2.2   RESILIENT BASE

Base shall be manufacturers standard rubber, straight style (installed with 
carpet), and coved style (installed with resilient flooring).  Base shall 
be 100 mm  high and a minimum 3 mm  thick.  Preformed outside corners shall 
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be furnished.

2.3   TRANSITION STRIP

A rubber transition strip tapered to meet abutting material shall be 
provided.

2.4   ADHESIVE

Adhesive for flooring and wall base shall be asbestos-free and as 
recommended by the flooring manufacturer.

2.5   POLISH

Polish shall conform to ASTM D 4078.

2.6   CAULKING AND SEALANTS

Caulking and sealants shall be in accordance with Section 07900 JOINT 
SEALING.

2.7   MANUFACTURER’S COLOR AND TEXTURE

Color and texture shall be as specified on drawings..

PART 3   EXECUTION

3.1   EXAMINATION/VERIFICATION OF CONDITIONS

The Contractor shall examine and verify that site conditions are in 
agreement with the design package and shall report all conditions that will 
prevent a proper installation.  The Contractor shall not take any 
corrective action without written permission from the Government.

3.2   SURFACE PREPARATION

Flooring shall be in a smooth, true, level plane, except where indicated as 
sloped.  Before any work under this section is begun, all defects such as 
rough or scaling concrete, low spots, high spots, and uneven surfaces shall 
have been corrected, and all damaged portions of concrete slabs shall have 
been repaired as recommended by the flooring manufacturer.  Concrete curing 
compounds, other than the type that does not adversely affect adhesion, 
shall be entirely removed from the slabs.  Paint, varnish, oils, release 
agents, sealers, waxers, and adhesives shall be removed, as recommended by 
the flooring manufacturer.

3.3   MOISTURE TEST

The suitability of the concrete subfloor for receiving the resilient 
flooring with regard to moisture content shall be determined by a moisture 
test as recommended by the flooring manufacturer.

3.4   INSTALLATION OF VINYL-COMPOSITION TILE

Tile flooring shall be installed with adhesive in accordance with the 
manufacturer’s installation instructions.  Tile lines and joints shall be 
kept square, symmetrical, tight, and even.  Edge width shall vary as 
necessary to maintain full-size tiles in the field, but no edge tile shall 
be less than one-half the field tile size, except where irregular shaped 
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rooms make it impossible.  Flooring shall be cut to, and fitted around, all 
permanent fixtures, built-in furniture and cabinets, pipes, and outlets.  
Edge tile shall be cut, fitted, and scribed to walls and partitions after 
field flooring has been applied.

3.5   INSTALLATION OF RESILIENT BASE

Wall base shall be installed with adhesive in accordance with the 
manufacturer’s written instructions.  Base joints shall be tight and base 
shall be even with adjacent resilient flooring.  Voids along the top edge 
of base at masonry walls shall be filled with caulk.

3.6   CLEANING

Immediately upon completion of installation of tile in a room or an area, 
flooring and adjacent surfaces shall be cleaned to remove all surplus 
adhesive.  After installation, flooring shall be washed with a cleaning 
solution, rinsed thoroughly with clear cold water, and given two coats of 
polish in accordance with manufacturers written instructions.  After each 
polish coat, floors shall be buffed to an even luster with an electric 
polishing machine.

3.7   PROTECTION

From the time of laying until acceptance, flooring shall be protected from 
damage as recommended by the flooring manufacturer.  Flooring which becomes 
damaged, loose, broken, or curled shall be removed and replaced.

       -- End of Section --
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SECTION 09680

CARPET

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN ASSOCIATION OF TEXTILE CHEMISTS AND COLORISTS (AATCC)

AATCC TM 134 (1991) Test Method:  Electrostatic 
Propensity of Carpets

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 418 (1993) Pile Yarn Floor Covering 
Construction

ASTM D 1423 (1992) Twist in Yarns by the 
Direct-Counting Method

ASTM D 3278 (1996) Test Methods for Flash Point of 
Liquids by Small Scale Closed-Cup Apparatus

ASTM E 648 (1997) Critical Radiant Flux of 
Floor-Covering Systems Using a Radiant 
Heat Energy Source

CARPET AND RUG INSTITUTE (CRI)

CRI 104 (1996) Commercial Carpet Installation 
Standard

CODE OF FEDERAL REGULATIONS (CFR)

16 CFR 1630 Standard for the Surface Flammability of 
Carpet and Rugs (FF 1-70)

GERMANY INSTITUTE FOR STANDARDIZATION (DEUTSCHES INSTITUTE FUR 
NORMUNG) (DIN)

DIN 54318 (1986) Machine-Made Textile Floor 
Coverings; Determination of Dimensional 
Changes Due to the Effects of Varied Water 
and Heat Conditions; Identical with ISO 
2551 Edition 1981

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
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following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Carpet and Accessories; FIO.

Manufacturer’s catalog data and printed documentation stating physical 
characteristics, durability, resistance to fading, and flame resistance 
characteristics for each type of carpet material and installation accessory.

SD-04 Drawings

Installation; FIO.

Three copies of drawings indicating areas receiving carpet, carpet types, 
textures and patterns, direction of pile, location of seams, and locations 
of edge molding.

SD-06 Instructions

Carpet and Accessories; FIO.

Three copies of the manufacturer’s printed installation instructions for 
the carpet, including preparation of substrate, seaming techniques, and 
recommended adhesives and tapes.

SD-09 Reports

Moisture and Alkalinity Tests; FIO.

Three copies of test reports of moisture and alkalinity content of concrete 
slab stating date of test, person conducting the test, and the area tested.

SD-13 Certificates

Carpet and Accessories; FIO.

Certificates of compliance from a laboratory accredited by the National 
Laboratory Accreditation Program of the National Institute of Standards and 
Technology attesting that each type of carpet and carpet with cushion 
material conforms to the standards specified.

SD-14 Samples

Carpet and Accessories; FIO.

a.  Carpet:  Two "Production Quality" samples 675 x 450 mm  of each 
carpet proposed for use, showing quality, pattern, and color 
specified.

b.  Vinyl Moldings:  Two pieces of each type at least 300 mm. 

c.  Special Treatment Materials:  Two samples showing system and 
installation method.

SD-19 Operation and Maintenance Manuals

Carpet and Accessories; FIO.
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Three copies of carpet manufacturer’s maintenance instructions describing 
recommended type of cleaning equipment and material, spotting and cleaning 
methods, and cleaning cycles.

1.3   REGULATORY REQUIREMENTS

Carpet and adhesives shall bear the Carpet and Rug Institute (CRI) Indoor 
Air Quality (IAQ) label.  Carpet type bearing the label will indicate that 
the carpet has been tested and meets the criteria of the CRI IAQ Carpet 
Testing Program, and minimizes the impact on indoor air quality.

1.4   DELIVERY AND STORAGE

Materials shall be delivered to the site in the manufacturer’s original 
wrappings and packages clearly labeled with the manufacturer’s name, brand 
name, size, dye lot number, and related information.  Materials shall be 
stored in a clean, dry, well ventilated area, protected from damage and 
soiling, and shall be maintained at a temperature above 16 degrees C for 2 
days prior to installation.

1.5   ENVIRONMENTAL REQUIREMENTS

Areas in which carpeting is to be installed shall be maintained at a 
temperature above 16 degrees C  for 2 days before installation, during 
installation, and for 2 days after installation.  A minimum temperature of 
13 degrees C  shall be maintained thereafter for the duration of the 
contract.  Traffic or movement of furniture or equipment in carpeted area 
shall not be permitted for 24 hours after installation.  Other work which 
would damage the carpet shall be completed prior to installation of carpet.

1.6   WARRANTY

Manufacturer’s standard performance guarantees or warranties that extend 
beyond a one-year period shall be provided.

1.7   EXTRA MATERIAL

Extra material from same dye lot consisting of full width continuous 
broadloom and uncut carpet tiles shall be provided for future maintenance.  
A minimum of five  percent of total square meters of each carpet type, 
pattern, and color shall be provided.

PART 2   PRODUCTS

2.1   CARPET

Carpet shall be first quality; free of visual blemishes, streaks, poorly 
dyed areas, fuzzing of pile yarn, spots or stains, and other physical and 
manufacturing defects.  Carpet materials and treatments shall be reasonably 
nonallergenic and free of other recognized health hazards.  All grade 
carpets shall have a static control construction which gives adequate 
durability and performance.

2.1.1   Broadloam Carpet Physical Characteristics (CPT-1 & CB-1)

Carpet shall comply with the following:

a.  Carpet Construction:  Tufted .
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b.  Type:  Broadloom 3.6 m  minimum usable carpet width .  

c.  Pile Type:  Graphic Loop Pile. 

d.  Pile Fiber:  Commercial branded nylon continuous filament .

e.  Pile or Wire Height:  Minimum 3.81 mm  in accordance with ASTM D 
418.

f.  Yarn Ply:  Minimum 2 in accordance with ASTM D 1423.

g.  Gauge:  Minimum 0.254 per 10 mm in accordance with ASTM D 418.

h.  Stitches:  Minimum 27.94 per 10 mm .

i.  Finished Pile Yarn Weight:  Minimum 949 kg per square meter.  This 
does not include weight of backings.  Weight shall be determined 
in accordance with ASTM D 418.

j.  Pile Density:  Minimum 249.2 kg per cubic meter.

k.  Dye Method:

Solution dyed/Yarn (or Skein) dyed .

l.  Backing Materials:  Primary backing materials shall be 
polypropylene.  Secondary backing to suit project requirements 
shall be those customarily used and accepted by the trade for each 
type of carpet, except when a special unitary back designed for 
gluedown is provided.

m.  Flammability and Critical Radiant Flux Requirements:  Carpet shall 
comply with 16 CFR 1630.  Carpet in corridors and exits shall have 
a minimum average critical radiant flux of 0.22 watts per square 
centimeter when tested in accordance with ASTM E 648.

2.1.2   Modular Carpet Physical Characteristics (CPT-2)

Carpet shall comply with the following:

a.  Carpet Construction:  Tufted

b.  Type:  Modular tile 600 x 600 mm square with 0.15 percent 
growth/shrink rate in accordance with DIN 54318.

c.  Pile Type:  Level-loop.

d.  Pile Fiber:  Commercial branded nylon continuous filament.

e.  Yarn Ply:  Minimum 2 in accordance with ASTM D 1423.

f.  Gauge:  Minimum 0.211 per 10 mm accordance with ASTM D 418.

g.  Finished Pile Yarn Weight:  Minimum 881 g per square meter. This 
does not include weight of backings.  Weight shall be determined 
in accordance with ASTM D 418.

h.  Pile Density: 296.6 kg per cu m
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i.  Dye Method: Solution dyed/Yarn (or Skein) dyed.

j.  Static Control: 2.5 x 10 to the 4th power ohms minimum and 1.0 x 
10 to the 8th power ohms maximum.

k.  Backing Materials:  Primary backing materials shall be those 
customarily used and accepted by the trade for each type of 
carpet.  Secondary backing to suit project requirements shall be 
those customarily used and accepted by the trade for each type of 
carpet, except when a special unitary back designed for gluedown 
is provided.

2.1.3   Performance Requirements

a.  Static Control:  Static control shall be provided to permanently 
control static buildup to less than 2.0 kV when tested at 20 
percent relative humidity and 21 degrees C  in accordance with 
AATCC TM 134.

b.  Tuft Bind:  Tuft bind force required to pull a tuft or loop free 
from carpet backing shall be a minimum 40 N  average force for 
loop pile 

2.2   ADHESIVES AND CONCRETE PRIMER

Adhesives and concrete primers for installation of carpet shall be 
waterproof, nonflammable, asbestos-free, meet local air-quality standards, 
and shall be as recommended by the carpet manufacturer.  Seam adhesive 
shall be waterproof, nonflammable, and nonstaining as recommended by the 
carpet manufacturer.  Adhesive for modular tile carpet shall be as 
recommended by the carpet manufacturer and acceptable to the manufacturer 
of Section 10270 RAISED FLOOR SYSTEM.  Adhesives flashpoint shall be 
minimum 60 degrees C  in accordance with ASTM D 3278.

2.3   MOLDING

Vinyl molding shall be heavy-duty and designed for the type of carpet being 
installed.  Floor flange shall be a minimum 50 mm  wide.  Color shall be as 
specified on drawings.

2.4   TAPE

Tape for seams shall be as recommended by the carpet manufacturer for the 
type of seam used in installation.

2.5   COLOR, TEXTURE, AND PATTERN

Color, texture, and pattern shall be as specified on drawings..

PART 3   EXECUTION

3.1   SURFACE PREPARATION

Carpet shall not be installed on surfaces that are unsuitable and will 
prevent a proper installation.  Holes, cracks, depressions, or rough areas 
shall be repaired using material recommended by the carpet or adhesive 
manufacturer.  Floor shall be free of any foreign materials and swept broom 
clean.  Before beginning work, subfloor shall be tested with glue and 
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carpet to determine "open time" and bond.

3.2   MOISTURE AND ALKALINITY TEST

Concrete slab shall be tested for moisture content and excessive alkalinity 
in accordance with CRI 104.  The moisture content shall not exceed a 
hygrometer reading of 65 percent.

3.3   PREPARATION OF CONCRETE SUBFLOOR

Installation of the carpeting shall not commence until concrete substrate 
is at least 90 days old.  The concrete surfaces shall be prepared in 
accordance with instructions of the carpet manufacturer.  Type of concrete 
sealer, when required, shall be compatible with the carpet.

3.4   INSTALLATION

Installation shall be in accordance with the manufacturer’s instructions 
and CRI 104.  Edges of carpet meeting hard surface flooring shall be 
protected with molding.  Installation shall be in accordance with the 
molding manufacturer’s instructions.

3.4.1   Broadloom Installation

Broadloom carpet shall be installed direct glue down and shall be smooth, 
uniform, and secure, with a minimum of seams.  Seams shall be uniform, 
unnoticeable, and treated with a seam adhesive.  Side seams shall be run 
toward the light where practical and where such layout does not increase 
the number of seams.  Breadths shall be installed parallel, with carpet 
pile in the same direction.  Patterns shall be accurately matched.  
Cutouts, as at door jambs, columns and ducts shall be neatly cut and fitted 
securely.  Seams at doorways shall be located parallel to and centered 
directly under doors.  Seams shall not be made perpendicular to doors or at 
pivot points.  Seams at changes in directions of corridors shall follow the 
wall line parallel to the carpet direction.  Corridors with widths less 
than 1.8 m  shall have the carpet laid lengthwise down the corridors.

3.4.2   Modular Tile Installation

Modular tiles shall be factory applied to modular access floor panels with 
permanent vinyl-compatible  adhesive.   Furnish modular tile and adhesive 
to manufacturer of Section 10270 RAISED FLOORING SYSTEM.  Tiles shall be 
laid in the same direction.

3.5   CLEANING AND PROTECTION

3.5.1   Cleaning

After installation of the carpet, debris, scraps, and other foreign matter 
shall be removed.  Soiled spots and adhesive shall be removed from the face 
of the carpet with appropriate spot remover.  Protruding face yarn shall be 
cut off and removed.  Carpet shall be vacuumed clean.

3.5.2   Protection

The installed carpet shall be protected from soiling and damage with heavy, 
reinforced, nonstaining kraft paper, plywood, or hardboard sheets.  Edges 
of kraft paper protection shall be lapped and secured to provide a 
continuous cover.  Traffic shall be restricted for at least 45 hours.  

SECTION 09680  Page 7



CONTROL TOWER, LUKE AFB, AZ  
DACA09-99-B-0014  

Protective covering shall be removed when directed by the Contracting 
Officer.

3.6   REMNANTS

Remnants remaining from the installation, consisting of scrap pieces more 
than 600 mm  in dimension with more than 0.6 square meters  total, shall be 
provided.  Non-retained scraps shall be removed from site.

        -- End of Section --
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SECTION 09720

WALLCOVERINGS

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM E 84 (1996a) Surface Burning Characteristics of 
Building Materials

ASTM F 793 (1993) Standard Classification of 
Wallcovering by Durability Characteristics

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Wallcovering and Accessories; FIO.

Manufacturer’s descriptive data, documentation stating physical 
characteristics, flame resistance, mildew and germicidal characteristics.

SD-06 Instructions

Installation; FIO.

Preprinted installation instructions for wallcovering and accessories.

Maintenance; FIO.

Preprinted cleaning and maintenance instructions for wallcovering and 
accessories.

SD-13 Certificates

Wallcovering; FIO.

Manufacturer’s statement attesting that the product furnished meets or 
exceeds specification requirements.  The statement must; be dated after the 
award of the contract, state Contractor’s name and address, name the 
project and location, and list the requirements being certified.

SD-14 Samples
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Wallcovering and Accessories; GA.

Three samples of each indicated type, pattern, and color of wallcovering.  
Samples of wall covering shall be minimum 125 x 175 mm and of sufficient 
size to show pattern repeat.

1.3   DELIVERY AND STORAGE

Materials shall be delivered to the site in manufacturers original unopened 
containers labeled with manufacturers name, pattern, texture, size and 
related information.  Materials shall be stored in accordance with the 
manufacturer’s instructions in a clean dry ventilated area with temperature 
maintained above 16 degrees C for two days prior to installation.

1.4   ENVIRONMENTAL REQUIREMENTS

Areas to receive wallcovering shall be maintained at a temperature above 16 
degrees C for 7 days before, during, and 7 days after application.

1.5   WARRANTY

Manufacturer’s standard performance guarantees or warranties that extend 
beyond a one-year period shall be provided.

1.6   EXTRA MATERIALS

Extra material from the same dye lot consisting of 0.5 m of full-width 
wallcovering for each 30 linear meters of wallcovering installed shall be 
provided for maintenance.

PART 2   PRODUCTS

2.1   WALLCOVERINGS

Wallcoverings shall be material designed specifically for the specified 
use.  The wallcovering shall contain a non-mercury based mildewcide.  The 
wallcovering shall be type made without the use of cadmium based 
stabilizers.  Wallcovering shall have a Class A flame spread rating of 0-25 
and smoke development rating of 0-50 when tested in accordance with ASTM E 
84.

2.1.1   Vinyl Wallcovering

Vinyl wallcovering shall be a vinyl coated woven or nonwoven fabric with 
germicidal additives and shall conform to ASTM F 793, Category V Type II, (
0.445 to 0.815 kg ) total weight per square meter and width of 1370 mm. 
Wall covering shall be grouped and shipped by common manufacturing lot and 
different lots shall not be mixed in the installation.

2.2   CORNER GUARDS

Corner guards shall be 2 mm  thick and shall cover 19 mm  each side of 
corner at right angles.  Corner guards shall be clear from the same lot and 
color.

2.3   PRIMER AND ADHESIVE

Primer and adhesive shall be of a type recommended by the wallcovering 
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manufacturer and shall contain a non-mercury based mildewcide.  Adhesive 
shall be strippable type.

2.4   COLOR, TEXTURE, AND PATTERN

Color, texture, and pattern shall be as specified on drawings.

PART 3   EXECUTION

3.1   EXAMINATION

Contractor shall inspect all areas and conditions under which wallcoverings 
are to be installed.  Contractor shall notify in writing of any conditions 
detrimental to the proper and timely completion of the installation.  Work 
will proceed only when conditions have been corrected and accepted by the 
installer.

3.2   SURFACE PREPARATION

Wallcovering shall not be applied to surfaces that are rough, that contain 
stains that will bleed through the wallcovering, or that are otherwise 
unsuitable for proper installation.  Cracks and holes shall be filled and 
rough spots shall be sanded smooth.  Surfaces to receive wallcovering shall 
be thoroughly dry.  Plaster surfaces shall age at least 30 days prior to 
installation of vinyl wallcoverings.  Interior surfaces of exterior masonry 
walls shall be sealed to prevent moisture penetration, then primed with a 
wallcovering primer in accordance with the manufacturer’s instructions.  
Moisture content of plaster, concrete, and masonry shall be tested with an 
electric moisture meter and reading shall be not more than 5 percent.  
Masonry walls shall have flush joints.  Concrete and masonry walls shall be 
coated with a thin coat of joint compound or cement plaster as a substrate 
preparation.  To promote adequate adhesion of wall lining over masonry 
walls, the walls shall be primed as recommended by the wall lining 
manufacturer.  Surface of walls shall be primed as required by 
manufacturer’s instructions to permit ultimate removal of wallcovering from 
the wall surface.  Primer shall be allowed to completely dry before 
adhesive application.

3.3   INSTALLATION

3.3.1   Vinyl Wallcovering

Wallcovering shall be installed in accordance with the manufacturer’s 
installation instructions.  Glue and adhesive spillage shall be immediately 
removed from wallcovering face and seams with a remover recommended by the 
manufacturer.

3.3.2   Corner Guards

Corner guards shall be installed on all exposed corners and in accordance 
with the manufacturer’s printed instructions.  Corner guards shall run from 
top of base to ceiling in a continuous length.

3.4   CLEAN-UP

Upon completion of the work, wallcovering shall be left clean and free of 
dirt or soiling.  Surplus materials, rubbish, and debris resulting from the 
wallcovering installation shall be removed and area shall be left clean.
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        -- End of Section --
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SECTION 09900

PAINTING, GENERAL

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS (ACGIH)

ACGIH-02 (1996) Threshold Limit Values for Chemical 
Substances and Physical Agents and 
Biological Exposure Indices

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM D 3273 (1994) Resistance to Growth of Mold on the 
Surface of Interior Coating in an 
Environmental Chamber

ASTM D 3274 (1995) Evaluating Degree of Surface 
Disfigurement of Paint Films by Microbial 
(Fungal or Algal) Growth or Soil and Dirt 
Accumulation

ASTM D 4214 (1989) Evaluating the Degree of Chalking 
of Exterior Paint Films

ASTM D 4258 (1988; R 1992) Surface Cleaning Concrete 
for Coating

COMMERCIAL ITEM DESCRIPTIONS (CID)

CID A-A-1500 (Rev A) Sealer, Surface (Latex Block 
Filler)

CID A-A-2247 (Basic) Paint, Latex (Semigloss, Interior)

CID A-A-2248 (Basic) Paint, Latex, (Flat, Interior)

 
CID A-A-2834 (Rev A) Urethane, Waterborne (Low VOC, 

Clear)

FEDERAL SPECIFICATIONS (FS)

 
FS TT-E-2784 (Rev A) Enamel (Acrylic-Emulsion, Exterior 

Gloss and Semigloss) (Metric)
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STEEL STRUCTURES PAINTING COUNCIL (SSPC)

SSPC Paint 25 (1991) Red Iron Oxide, Zinc Oxide, Raw 
Linseed Oil and Alkyd Primer (Without Lead 
and Chromate Pigments)

 
SSPC SP 1 (1982) Solvent Cleaning

SSPC SP 2 (1995) Hand Tool Cleaning

SSPC SP 3 (1995) Power Tool Cleaning

SSPC SP 7 (1994) Brush-Off Blast Cleaning

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Paint; FIO.

The names, quantity represented, and intended use for the proprietary 
brands of materials proposed to be substituted for the specified materials 
regardless of quantities in states where VOC content limitations apply.

SD-06 Instructions

Mixing and Thinning; FIO.  Application; FIO.

Manufacturer’s current printed product description, material safety data 
sheets (MSDS) and technical data sheets for each coating system.  Detailed 
mixing, thinning and application instructions, minimum and maximum 
application temperature, and curing and drying times between coats for 
epoxy, and liquid glaze coatings.  Detailed application instructions for 
textured coatings shall be provided.

SD-09 Reports

Paint; FIO.

A statement as to the quantity represented and the intended use, plus the 
following test report for batches in excess of 200 L:

a.  A test report showing that the proposed batch to be used meets 
specified requirements:

b.  A test report showing that a previous batch of the same 
formulation as the batch to be used met specified requirements, 
plus, on the proposed batch to be used, a report of test results 
for properties of weight per liter, viscosity, fineness of grind, 
drying time, color, and gloss.

SD-13 Certificates

Lead; FIO.  Mildewcide and Insecticide; FIO.  Volatile Organic Compound 
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(VOC) Content; FIO.

Certificate stating that paints for interior use contain no mercurial 
mildewcide or insecticide.  Certificate stating that paints proposed for 
use contain not more than 0.06 percent lead by weight of the total 
nonvolatile.  Certificate stating that paints proposed for use meet Federal 
VOC regulations and those of the of the local Air Pollution Control 
Districts having jurisdiction over the geographical area in which the 
project is located.

SD-14 Samples

Paint; FIO.

While the material is at the site or source of supply, and at a time 
agreeable to the Contractor and the Contracting Officer, a 1 liter sample 
of each color and batch, except for quantities of 200 liters or less, shall 
be taken by random selection from the sealed containers by the Contractor 
in the presence of a representative of the Contracting Officer.  The 
contents of the containers to be sampled shall be thoroughly mixed to 
ensure that the sample is representative.  Samples shall be identified by 
designated name, specification number, manufacturer name and address, batch 
number, project contract number, intended use, and quantity involved.

1.3   PACKAGING, LABELING, AND STORING

Paints shall be in sealed containers that legibly show the designated name, 
formula or specification number, batch number, color, quantity, date of 
manufacture, manufacturer’s formulation number, manufacturer’s directions 
including any warnings and special precautions, and name of manufacturer. 
Pigmented paints shall be furnished in containers not larger than 20 liters.
  Paints and thinner shall be stored in accordance with the manufacturer’s 
written directions and as a minimum stored off the ground, under cover, 
with sufficient ventilation to prevent the buildup of flammable vapors and 
at temperatures between 4 and 35 degrees C.  Paints shall be stored on the 
project site or segregated at the source of supply sufficiently in advance 
of need to allow 30 days for testing.

1.4   APPROVAL OF MATERIALS

When samples are tested, approval of materials will be based on tests of 
the samples; otherwise, materials will be approved based on test reports 
furnished with them.  If materials are approved based on test reports 
furnished, samples will be retained by the Government for testing should 
the materials appear defective during or after application.  In addition to 
any other remedies under the contract the cost of retesting defective 
materials will be at the Contractor’s expense.

1.5   ENVIRONMENTAL CONDITIONS

Unless otherwise recommended by the paint manufacturer, the ambient 
temperature shall be between 7 and 35 degrees C when applying coatings 
other than water-thinned, epoxy, and moisture-curing polyurethane coatings. 
 Water-thinned coatings shall be applied only when ambient temperature is 
between 10 and 32 degrees C.  Epoxy coatings shall be applied only within 
the minimum and maximum temperatures recommended by the coating 
manufacturer.

1.6   SAFETY AND HEALTH
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Work shall comply with applicable Federal, State, and local laws and 
regulations, and with the ACCIDENT PREVENTION PLAN, including the Activity 
Hazard Analysis as specified in the CONTRACT CLAUSES.  The Activity Hazard 
Analysis shall include analyses of the potential impact of painting 
operations on painting personnel and on others involved in and adjacent to 
the work zone.

1.6.1   Worker Exposures

Exposure of workers to hazardous chemical substances shall not exceed 
limits established by ACGIH-02, or as required by a more stringent 
applicable regulation.

1.6.2   Toxic Compounds

Toxic products having ineffective physiological warning properties, such as 
no or low odor or irritation levels, shall not be used unless approved by 
the Contracting Officer.

1.6.3   Training

Workers having access to an affected work area shall be informed of the 
contents of the applicable material data safety sheets (MDSS) and shall be 
informed of potential health and safety hazard and protective controls 
associated with materials used on the project.  An affected work area is 
one which may receive mists and odors from the painting operations.  
Workers involved in preparation, painting and clean-up shall be trained in 
the safe handling and application, and the exposure limit, for each 
material which the worker will use in the project.  Personnel having a need 
to use respirators and masks shall be instructed in the use and maintenance 
of such equipment.

1.6.4   Coordination

Work shall be coordinated to minimize exposure of building occupants, other 
Contractor personnel, and visitors to mists and odors from preparation, 
painting and clean-up operations.

PART 2   PRODUCTS

2.1   PAINT

The term "paint" as used herein includes emulsions, enamels, paints, 
stains, varnishes, sealers, cement-emulsion filler, and other coatings, 
whether used as prime, intermediate, or finish coat.  Paint shall conform 
to the requirements listed  in the painting schedules at the end of this 
section, except when the required amount of a material of a particular 
batch is 200 liters or less, an approved first-line proprietary paint 
material with similar intended formulation, usage and color to that 
specified may be used.  Additional requirements are as follows:

2.1.1   Colors and Tints

Colors shall be as selected from manufacturer’s standard colors, as 
indicated.  Manufacturer’s standard color is for identification of color 
only.  Tinting of epoxy and urethane paints shall be done by the 
manufacturer.  Stains shall conform in shade to manufacturer’s standard 
color.  The color of the undercoats shall vary slightly from the color of 
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the next coat.

2.1.2   Mildewcide and Insecticide

Paint specified for all coats applied to fabrics and vapor barrier jackets 
over insulation shall contain a mildewcide that will not adversely affect 
the color, texture, or durability of the coating.  The mildewcide shall be 
incorporated into the paint by the manufacturer and shall attain a surface 
disfigurement rating of 8 or greater when tested in accordance with ASTM D 
3273 and evaluated in accordance with ASTM D 3274.  Mercurial mildewcide 
shall not be used in interior paint.  Insecticides shall not be used in 
paint.

2.1.3   Lead

Paints containing lead in excess of 0.06 percent by weight of the total 
nonvolatile content (calculated as lead metal) shall not be used.

2.1.4   Chromium

Paints containing zinc chromate or strontium chromate pigments shall not be 
used.

2.1.5   Volatile Organic Compound (VOC) Content

Paints shall comply with applicable federal, state and local laws enacted 
to insure compliance with Federal Clean Air Standards and shall conform to 
the restrictions of the local air pollution control authority.

PART 3   EXECUTION

3.1   PROTECTION OF AREAS NOT TO BE PAINTED

Items not to be painted which are in contact with or adjacent to painted 
surfaces shall be removed or protected prior to surface preparation and 
painting operations.  Items removed prior to painting shall be replaced 
when painting is completed.  Following completion of painting, workmen 
skilled in the trades involved shall reinstall removed items.  Surfaces 
contaminated by coating materials shall be restored to original condition.

3.2   SURFACE PREPARATION

Surfaces to be painted shall be clean and free of foreign matter before 
application of paint or surface treatments.  Oil and grease shall be 
removed prior to mechanical cleaning.  Cleaning shall be programmed so that 
dust and other contaminants will not fall on wet, newly painted surfaces.  
Exposed ferrous metals such as nail heads on or in contact with surfaces to 
be painted with water-thinned paints, shall be spot-primmed with a suitable 
corrosion-inhibitive primer capable of preventing flash rusting and 
compatible with the coating specified for the adjacent areas.

3.2.1   Concrete, Stucco and Masonry Surfaces

Concrete, stucco and masonry surfaces shall be allowed to dry at least 30 
days before painting, except concrete slab on grade which shall be allowed 
to cure 90 days before painting.  Surfaces shall be cleaned in accordance 
with ASTM D 4258.  Glaze, efflorescence, laitance, dirt, grease, oil, 
asphalt, surface deposits of free iron and other foreign matter shall be 
removed prior to painting.  Surfaces to receive polyurethane or epoxy 
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coatings shall be acid-etched or mechanically abraded as specified by the 
coating manufacturer, rinsed with water, allowed to dry, and treated with 
the manufacturer’s recommended conditioner prior to application of the 
first coat.

3.2.2   Ferrous Surfaces

Ferrous surfaces including those that have been shop-coated, shall be 
solvent-cleaned or detergent-washed in accordance with SSPC SP 1.  Surfaces 
that contain loose rust, loose mill scale, and other foreign substances 
shall be cleaned mechanically with hand tools according to SSPC SP 2, power 
tools according to SSPC SP 3 or by sandblasting according to SSPC SP 7.  
Shop-coated ferrous surfaces shall be protected from corrosion by treating 
and touching up corroded areas immediately upon detection.

3.2.3   Nonferrous Metallic Surfaces

Galvanized, aluminum and aluminum-alloy, lead, copper, and other nonferrous 
metal surfaces shall be solvent-cleaned or detergent-washed in accordance 
with SSPC SP 1.

3.2.4   Gypsum Board Surfaces

Gypsum board surfaces shall be dry and shall have all loose dirt and dust 
removed by brushing with a soft brush, rubbing with a cloth, or 
vacuum-cleaning prior to application of the first-coat material.  A damp 
cloth or sponge may be used if paint will be water-based.

3.2.5   Mastic-Type Surfaces

Mastic-type surfaces shall be prepared by removing foreign material.

3.2.6   Wood Surfaces

Wood surfaces shall be cleaned of foreign matter.  Moisture content of the 
wood shall not exceed 12 percent as measured by a moisture meter, unless 
otherwise authorized.  Wood surfaces adjacent to surfaces to receive 
water-thinned paints shall be primed and/or touched up before applying 
water-thinned paints.  Small, dry seasoned knots shall be scraped, cleaned, 
and given a thin coat of commercial knot sealer, before application of the 
priming coat.  Pitch on large, open, unseasoned knots and all other beads 
or streaks of pitch shall be scraped off, or, if it is still soft, removed 
with mineral spirits or turpentine, and the resinous area shall be thinly 
coated with knot sealer.  Finishing nails shall be set, and all holes and 
surface imperfections shall be primed.  After priming, holes and 
imperfections in finish surfaces shall be filled with putty or plastic wood 
filler, colored to match the finish coat if natural finish is required, 
allowed to dry, and sanded smooth.  Putty or wood filler shall be 
compatible with subsequent coatings.

3.2.6.1   Interior Wood Stain

Interior wood surfaces to receive stain shall be sanded.  Oak and other 
open-grain wood to receive stain shall be given a coat of wood filler not 
less than 8 hours before the application of stain; excess filler shall be 
removed and the surface sanded smooth.

3.2.7   Previously Painted Surfaces
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Previously painted surfaces damaged during construction shall be thoroughly 
cleaned of all grease, dirt, dust or other foreign matter.  Blistering, 
cracking, flaking and peeling or other deteriorated coatings shall be 
removed.  Slick surfaces shall be roughened. Damaged areas such as, but not 
limited to, nail holes, cracks, chips, and spalls shall be repaired with 
suitable material to match adjacent undamaged areas.  Edges of chipped 
paint shall be feather edged and sanded smooth. Rusty metal surfaces shall 
be cleaned as per SSPC requirements.  Solvent, mechanical, or chemical 
cleaning methods shall be used to provide surfaces suitable for painting.  
Chalk shall be removed so that when tested in accordance with ASTM D 4214, 
the chalk resistance rating is no less than 8.  New, proposed coatings 
shall be compatible with existing coatings.  If existing surfaces are 
glossy, the gloss shall be reduced.

3.3   MIXING AND THINNING

When thinning is approved as necessary to suit surface, temperature, 
weather conditions, or application methods, paints may be thinned in 
accordance with the manufacturer’s directions.  When thinning is allowed, 
paints shall be thinned immediately prior to application with not more than 
0.125 L of suitable thinner per liter.  The use of thinner shall not 
relieve the Contractor from obtaining complete hiding, full film thickness, 
or required gloss.  Thinning shall not cause the paint to exceed  limits on 
volatile organic compounds.  Paints of different manufacturers shall not be 
mixed.

3.3.1   Cement-Emulsion Filler Coat

Cement and aggregate shall be dry-mixed so that uniform distribution and 
intermixing are obtained.  Mixing liquid and one-half of the total amount 
of water shall be premixed and added gradually to the white portland cement 
and aggregate with constant stirring until a thick, smooth material is 
obtained.  Emulsion paint shall then be added to the mixture and stirred 
until uniformity is obtained.  The blend shall have a thick, creamy 
consistency.  The remainder of the water shall be added if necessary to 
obtain a material with adequate application properties.  Blending resin 
emulsion or emulsion paint with any other component shall be done with 
caution; too rapid an agitation will cause air entrapment and foaming.

3.3.2   Two-Component Systems

Two-component systems shall be mixed in accordance with manufacturer’s 
instructions.  Any thinning of the first coat to ensure proper penetration 
and sealing shall be as recommended by the manufacturer for each type of 
substrate.

3.4   APPLICATION

Painting practices shall comply with applicable federal, state and local 
laws enacted to insure compliance with Federal Clean Air Standards.  Unless 
otherwise specified or recommended by the paint manufacturer, paint may be 
applied by brush, roller, or spray.  At the time of application, paint 
shall show no signs of deterioration.  Uniform suspension of pigments shall 
be maintained during application.  Each coat of paint shall be applied so 
dry film shall be of uniform thickness and free from runs, drops, ridges, 
waves, pinholes or other voids, laps, brush marks, and variations in color, 
texture, and finish.  Hiding shall be complete.  Rollers for applying 
paints and enamels shall be of a type designed for the coating to be 
applied and the surface to be coated.  Special attention shall be given to 
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insure that all edges, corners, crevices, welds, and rivets receive a film 
thickness equal to that of adjacent painted surfaces.  Paints, except 
water-thinned types, shall be applied only to surfaces that are completely 
free of moisture as determined by sight or touch.

3.4.1   Ventilation

Affected areas shall be ventilated during paint application so that workers 
exposure to chemical substances shall not exceed limits as established by 
ACGIH-02, or as required by a more stringent applicable regulation.  
Interior work zones having a volume of 280 cubic meters or less shall be 
ventilated at a minimum of 2 air exchanges per hour.  Ventilation in larger 
work zones shall be maintained by means of mechanical exhaust.  Solvent 
vapors shall be exhausted outdoors, away from air intakes and workers.  
Return air inlets in the work zone shall be temporarily sealed before start 
of work until the coatings have dried.

3.4.2   Respirators

Operators and personnel in the vicinity of operating paint sprayers shall 
wear respirators.

3.4.3   First Coat

The first coat on plaster, gypsum wallboard, and other surfaces shall 
include repeated touching up of suction spots or overall application of 
primer or sealer to produce uniform color and gloss.  Excess sealer shall 
be wiped off after each application.  The first coat on both faces of wood 
doors shall be applied at essentially the same time.  Glazed doors and 
sashes shall be given the specified coating system within 3 weeks of the 
time they are glazed, but not before the glazing material has set; paint 
shall overlay glass about 1.78 mm all around.  Each varnish coat shall be 
sanded lightly prior to application of subsequent coats.

3.4.4   Timing

Surfaces that have been cleaned, pretreated, and otherwise prepared for 
painting shall be given a coat of the specified first coat as soon as 
practical after such pretreatment has been completed, but prior to any 
deterioration of the prepared surface.  Sufficient time shall elapse 
between successive coats to permit proper drying.  This period shall be 
modified as necessary to suit weather conditions.  Oil-based or 
oleoresinous solvent-type paints shall be considered dry for recoating when 
the paint feels firm, does not deform or feel sticky under moderate 
pressure of the thumb, and the application of another coat of paint does 
not cause the undercoat to lift or lose adhesion.  Manufacturer’s 
instructions for application, curing and drying time between coats of 
two-component systems shall be followed.

3.4.5   Fillers

Concrete and masonry surface voids shall be filled; however, surface 
irregularities need not be completely filled.  The dried filler shall be 
uniform and free of pinholes.  Filler shall not be applied over caulking 
compound.

3.4.5.1   Cement-Emulsion Filler

Immediately before filler application, surfaces shall be dampened uniformly 
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and thoroughly, with no free surface water visible, by several applications 
of potable water with a fog spray, allowing time between the sprayings for 
water to be absorbed.  Cement-emulsion filler shall be scrubbed into the 
surface vigorously with a stiff-bristled brush having tampico or palmyra 
bristles not longer than 63 mm.  At least 24 hours shall elapse before 
applying exterior emulsion paint over cement-emulsion filler.  When the 
ambient temperature is over 29 degrees C, cement-emulsion filler surfaces 
shall be dampened lightly with a fog spray of potable water immediately 
prior to application of the subsequent paint coat.

3.4.5.2   Latex Filler

Latex filler, CID A-A-1500, shall be applied according to the 
manufacturer’s instructions.  Surface voids shall be filled and excess 
filler shall be removed from the surface with a rubber squeegee.  The 
filler shall be allowed to dry the length of time specified by the 
manufacturer prior to applying successive coats of paint.

3.4.6   Ferrous-Metal Primer

Primer for ferrous-metal shall be applied to ferrous surfaces to receive 
paint other than asphalt varnish prior to deterioration of the prepared 
surface.  The semitransparent film applied to some pipes and tubing at the 
mill is not to be considered a shop coat, but shall be overcoated with the 
specified ferrous-metal primer prior to application of finish coats.

3.5   IDENTIFICATION OF FIRE AND SMOKE RATED WALL ASSEMBLIES

Contractor shall provide painted identification band and lettering on those 
walls that are rated.  Lettering and band shall be located no more than 150 
mm above finished ceiling for the length of wall that applies. Both sides 
of the rated wall shall be identified and marked BEFORE ceiling is 
installed.  Band shall be 100 mm high continuous red line. Lettering shall 
be at least 75 mm in height.  Hand written identification shall not be 
permitted.

3.6   PIPE COLOR CODE MARKING

Pipes in exposed areas and in accessible pipe spaces shall be provided with 
color band and titles adjacent to all valves, except those provided at 
plumbing fixtures, at not more than 12 meter spacing on straight pipe runs, 
adjacent to change in direction, and on both sides where pipes pass through 
walls or floors.  Color code marking shall be of the color listed in TABLE 
I and the size listed in TABLE II.  The arrows shall be installed adjacent 
to each band to indicate the direction of flow in the pipe.  The legends 
shall be printed in upper-case black letters as listed in TABLE I.  Letter 
sizes shall be as listed in TABLE II.  Marking shall be painted or applied 
using colored, pressure-sensitive adhesive markers of standard manufacture. 
 Paint shall be as specified for insulated and uninsulated piping.

TABLE I.  COLOR CODES FOR MARKING PIPE

                                                  Letters and
             Material                     Band       Arrow*     Legend

    Cold water (potable)                  Green      White      POTABLE
                                                                 WATER
    Fire protection water                 Red        White      FIRE PR.
                                                                 WATER
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TABLE I.  COLOR CODES FOR MARKING PIPE

                                                  Letters and
             Material                     Band       Arrow*     Legend
    Hot water (domestic)                  Green      White      H.W.
    Chilled water supply                  Green      White      C.H.W.S.
    Chilled water return                  Green      White      C.H.W.R.
    Natural gas                           Blue       White      NAT. GAS
    Condensate                            Yellow     Black      COND.
     _____________________

TABLE II.  COLOR CODE MARKING SIZES

   Outside Diameter      Width of        Arrow          Size of Legend
   of Pipe Covering    Color Band    Length x Width   Letters and Numerals
    (mm)                 (mm)             (mm)               (mm)

  Less than 38            200           200 x 57              13
  38 to 60                200           200 x 57              19
  60 to 150               300           200 x 57              31
  200 to 225              600           300 x 110             63
  Over 250                800           300 x 115             88

3.7   MISCELLANEOUS PAINTING

3.7.1   Lettering

Lettering shall be provided as scheduled on the drawings, shall be Gothic 
type, and shall be black enamel .  Samples shall be approved before 
application.

3.8   SURFACES TO BE PAINTED

Surfaces listed in the painting schedules at the end of this section, other 
than those listed in paragraph SURFACES NOT TO BE PAINTED, shall be painted 
as scheduled.

3.9   SURFACES NOT TO BE PAINTED

Surfaces of sprinkler heads, fire classification labels, and architectural 
precast concrete, hardware, fittings, and other factory finished items 
shall not be painted.

3.10   CLEANING

Cloths, cotton waste and other debris that might constitute a fire hazard 
shall be placed in closed metal containers and removed at the end of each 
day.  Upon completion of the work, staging, scaffolding, and containers 
shall be removed from the site or destroyed in an approved manner.  Paint 
and other deposits on adjacent surfaces shall be removed and the entire job 
left clean and acceptable.

3.11   PAINTING SCHEDULES

The following painting schedules identify the surfaces to be painted and 
prescribe the paint to be used and the number of coats of paint to be 
applied.  Contractor options are indicated by ------or------ between 
optional systems or coats.
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EXTERIOR PAINTING SCHEDULE

Surface            First Coat               Second Coat          Third Coat

                                                                              

Ferrous metal       SSPC Paint 25       FS TT-E-489          FS TT-E-489
unless otherwise                         gloss                gloss
specified.
                                                                              

Galvanized metal.   FS TT-P-19          FS TT-E-2784         FS TT-E-2784
Type II semi-gloss   Type II semi-gloss
                                                                              

Aluminum            FS TT-P-19          FS TT-E-2784         FS TT-E-2784
aluminum-alloy,                         Type II semi-gloss   Type II 
semi-gloss
and other non-      
ferrous metal       
(non-galvanized)    
(non-anodized)
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INTERIOR PAINTING SCHEDULE

Surface            First Coat               Second Coat          Third Coat

                                                                              

Gypsum board,       CID A-A-2347        CID A-A-2247         None
                                         semi-gloss 
flat, unless                          ------------------or-------------------
otherwise indicated                     CID A-A-2248         None
flat
                                                                              

Gypsum board:       FS TT-C-535         FS TT-C-535          None
in locations         Type II             Type II
indicted on finish
schedule to receive
epoxy coating.
                                                                              

Precast concrete,   CID A-A-2348*       CID A-A-2247         None
walls;                                   semi-gloss 
flat, unless                          ------------------or-------------------
otherwise indicated                     CID A-A-2248         None
flat                *primer rated at not less than 0.70 perms per ASTM E 96-A
                                                                              

Concrete:  floors   FS TT-S-223         None                 None
indicated CONC-1 
in finish schedule
                                                                              

Metal in shower,   Ferrous metal:      FS TT-E-2784        FS TT-E-2784
and restroom        FS TT-P-645         Type II             Type II
areas.            -------------------   semi-gloss          semi-gloss
                   Aluminum:
                    FS TT-P-645
                  -------------------
                   Galvanized surface:
                    no primer:
                                                                              

Ferrous metal       FS TT-P-645        FS TT-E-2784        FS TT-E-2784
unless                                  Type II             Type II
otherwise 
specified.
                                                                              

Ferrous metal      Two coats of paint as recommended by     None
factory-primed      the equipment manufacturer
mechanical and
electrical
equipment.
                                                                              

Galvanized metal:  FS TT-P-19          Two coats of paint to match adjacent 
                                       areas, semi-gloss, except flat at
                                       exposed metal roof deck

SECTION 09900  Page 14



CONTROL TOWER, LUKE AFB, AZ  
DACA09-99-B-0014  

                                                                              

Wood:  stain and   Commercially        CID A-A-2834         CID A-A-2834
varnish finishes    available stain     In addition a fourth coat of
                                        CID A-A-2834
                                                                              

Metal:  Electrical  Aluminum and 
conduit runs,       ferrous metal:
metallic tubing,     FS TT-P-645       CID A-A-2247         CID A-A-2247
uninsulated ducts                       semi-gloss           semi-gloss
and pipes, pipe     ___________________
hangers, louvers,   Galvanized surface:
grilles, and air     FS TT-P-19        
outlets in areas 
having painted adjacent 
surfaces. 
                                                                              

Facing of vapor     Two coats of paint to match             None
barrier jackets      adjacent areas.
of presized or
adhesive finished
cloth over insulation
on pipes, ducts,
and equipment.
                                                                              

Oil-based caulking  FS TT-P-38         Same as adjacent areas
compound.
                                                                              

        -- End of Section --
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SECTION 09980

DECORATIVE ELASTOMERIC DAMPPROOF COATING

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM B 117 (1995) Practice for Operating Salt Spray 
(Fog) Apparatus

ASTM C 666 (1992) Resistance of concrete to Rapid 
Freezing and Thawing

ASTM C 793 (1993) Adhesion-in-Peel of Elastomeric 
Joint Sealants

ASTM D 56 (1996) Flash Point by Tag Closed Tester

ASTM D 93 (1996) Flash Point by Pensky-Martens 
Closed Tester

ASTM D 412 (1997) Vulcanized Rubber and Thermoplastic 
Rubbers and Thermoplastic Elastomers - 
Tension

ASTM D 413 (1982; R 1993) Rubber Property - Adhesion 
to Flexible Substrate

ASTM D 822 (1996) Conducting Tests on Paint and 
Related Coatings and Materials Using 
Filtered Open-Flame Carbon-Arc Light and 
Water Exposure Apparatus

ASTM D 2697 (1986; R 1991) Volume Nonvolatile Matter 
in Clear or Pigmented Coatings

ASTM D 4258 (1988; R 1992) Surface Cleaning Concrete 
for Coating

ASTM E 96 (1994) Volume Nonvolatile Matter in Clear 
or Pigmented Coatings

ASTM G 26 (1996) Operating Light-Exposure Apparatus 
(Xenon-Arc Type) With and Without Water 
for Exposure of Nonmetallic Materials

ASTM G 53 (1996) Operating Light- and Water-Exposure 

SECTION 09980  Page 2



CONTROL TOWER, LUKE AFB, AZ  
DACA09-99-B-0014  

Apparatus (Fluorescent UV-Condensation 
Type) for Exposure of Nonmetallic Materials

1.2   SUBMITTALS

Government approval is required for submittals with a "GA" designation; 
submittals having an "FIO" designation are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-01 Data

Elastomeric Coating; FIO.

The names, quantity represented, and intended use for the proprietary 
brands of materials proposed to be substituted for the specified materials.

SD-06 Instructions

Mixing and Thinning; FIO.

Application; FIO.

Manufacturer’s current printed product description, material safety data 
sheets (MSDS) and technical data sheets for each coating system.  Detailed 
mixing, thinning and application instructions, minimum and maximum 
application temperature, and curing and drying times between coats.

SD-09 Reports

Elastomeric Coating; FIO.

A statement as to the quantity represented and the intended use, plus the 
following test report:

a.  A test report showing that the proposed batch to be used meets 
specified requirements:

b.  A test report showing that a previous batch of the same formulation as 
the batch to be used met specified requirements, plus, on the proposed 
batch to be used, a report of test results for properties of weight per 
liter, viscosity, fineness of grind, drying time, color, and gloss.

SD-13 Certificates

Lead; FIO.

Mildewcide and Insecticide; FIO.

Volatile Organic Compound (VOC) Content; FIO.

Certificate stating that coatings proposed for use contain not more than 
0.06 percent lead by weight of the total nonvolatile.  Certificate stating 
that coatings proposed for use meet Federal VOC regulations and those of 
the of the local Air Pollution Control Districts having jurisdiction over 
the geographical area in which the project is located.

SD-14 Samples
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Elastomeric Coatings; FIO.

A complete decorative elastomeric waterproof coating system applied to a 
panel of cementitious backer board and for each color specified.  The 
sample panels will be used for quality control in applying the system.

1.3   PACKAGING, LABELING, AND STORING

Coating products shall be in sealed containers that legibly show the 
designated name, formula or specification number, batch number, color, 
quantity, date of manufacture, manufacturer’s formulation number, 
manufacturer’s directions including any warnings and special precautions, 
and name of manufacturer. Coating products shall be stored in accordance 
with the manufacturer’s written directions and as a minimum stored off the 
ground, under cover, with sufficient ventilation.

1.4   APPROVAL OF MATERIALS

When samples are tested, approval of materials will be based on tests of 
the samples; otherwise, materials will be approved based on test reports 
furnished with them.  If materials are approved based on test reports 
furnished, samples may be retained by the Government for testing should the 
materials appear defective during or after application.  In addition to any 
other remedies under the contract the cost of retesting defective materials 
will be at the Contractor’s expense.

1.5   ENVIRONMENTAL CONDITIONS

Unless otherwise recommended by the coating manufacturer, the ambient 
temperature shall be between 10 and 32 degrees C.

1.6   SAFETY AND HEALTH

Work shall comply with applicable Federal, State, and local laws and 
regulations, and with the ACCIDENT PREVENTION PLAN, including the Activity 
Hazard Analysis as specified in the CONTRACT CLAUSES.  The Activity Hazard 
Analysis shall include analyses of the potential impact of coating 
operations on coating personnel and on others involved in and adjacent to 
the work zone.

1.6.1   Worker Exposures

Exposure of workers to hazardous chemical substances shall not exceed 
limits established by ACGIH-02, or as required by a more stringent 
applicable regulation.

1.6.2   Toxic Compounds

Toxic products having ineffective physiological warning properties, such as 
no or low odor or irritation levels, shall not be used unless approved by 
the Contracting Officer.

1.6.3   Training

Workers having access to an affected work area shall be informed of the 
contents of the applicable material data safety sheets (MDSS) and shall be 
informed of potential health and safety hazard and protective controls 
associated with materials used on the project.  An affected work area is 
one which may receive mists and odors from the painting operations.  
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Workers involved in preparation, application and clean-up shall be trained 
in the safe handling and application, and the exposure limit, for each 
material which the worker will use in the project.  Personnel having a need 
to use respirators and masks shall be instructed in the use and maintenance 
of such equipment.

1.6.4   Coordination

Work shall be coordinated to minimize exposure of building occupants, other 
Contractor personnel, and visitors to mists and odors from preparation, 
application and clean-up operations.

PART 2   PRODUCTS

2.1   COATING

The term "coating" as used herein includes cement-emulsion filler and other 
coatings, whether used as prime, intermediate, or finish coat.

2.1.1   Colors and Tints

Colors shall be manufacturer’s standard colors or custom, as specified on 
drawings. Manufacturer’s standard color indicated is for identification of 
color only.  Tinting shall be done by the manufacturer or manufacturer 
approved distributor.  The color of the undercoats shall vary slightly from 
the color of the next coat.

2.1.2   Lead

Coating products containing lead in excess of 0.06 percent by weight of the 
total nonvolatile content (calculated as lead metal) shall not be used.

2.1.3   Chromium

Coating products containing zinc chromate or strontium chromate pigments 
shall not be used.

2.1.4   Volatile Organic Compound (VOC) Content

Coating products shall comply with applicable federal, state and local laws 
enacted to insure compliance with Federal Clean Air Standards and shall 
conform to the restrictions of the local air pollution control authority.

2.2   DECORATIVE ELASTOMERIC DAMPPROOF COATING

2.2.1   UNCURED ELASTOMER

Acrylic latex elastomer, single component.  Uncured acrylic latex elastomer 
(all-acrylic latex vehicle) shall have the following values when tested for 
specified properties in accordance with specified test method: 

Property                                 Value            Test Method

Solids content:  minimum percentage       50              ASTM D 2697
by volume.

Solids content:  minimum percentage       64              ASTM D 2697
by weight.
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Property                                 Value            Test Method

Flash point:  degrees C.                 100              ASTM D 56 or
                                                          ASTM D 93

2.2.2   CURED ELASTOMER

The cured acrylic latex elastomer shall have the following values when 
tested for specified properties in accordance with specified test method:

Property                                 Value            Test Method

Elongation:  minimum percentage, at      260              ASTM D 412
24 degrees C and 50 percent
relative humidity.

Tensile strength:  minimum kPa at       1500              ASTM D 412
24 degrees C and 50 percent
relative humidity.

Ultraviolet exposure:  5,000 hours       No cracking,     ASTM D 822
in atlas xenon or carbon arc             checking, loss   ASTM G 26
weatherometer, or QUV                    of flexibility,  ASTM G 53
or significant
discoloration.

Permeability:  U.S. perm, 0.50 mm        12.0             ASTM E 96
thickness, maximum.                                       procedure B

Low temperature flexibility:  -8         No cracking      ASTM C 793
degrees C, 25 mm mandrel, before
and following 500 hours in
weatherometer.

180 degree peel adhesion,                No coating       ASTM D 413
dry and after one week water soak.       adhesive failure

Freeze Thaw Resistance,                  No defects       ASTM C 666
50 cycles                                                 Method B

Salt Fog Resistance,                     No defects       ASTM B 117
300 hours

2.2.3   TEXTURE

Coarse, sanded texture, as standard with manufacturer.

2.2.4   PRIMER

Primer compatible with elatomeric coating, as recommended by manufacturer.

PART 3   EXECUTION

3.1   PROTECTION OF AREAS NOT TO BE COATED

Items not to be coated which are in contact with or adjacent to decorative 
elastomeric dampproof coating surfaces shall be removed or protected prior 
to surface preparation and applicatilon operations.  Items removed prior to 
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application shall be replaced when application is completed.  Following 
completion of coating, workmen skilled in the trades involved shall 
reinstall removed items.  Surfaces contaminated by coating materials shall 
be restored to original condition.

3.2   SURFACE PREPARATION

Surfaces to be coated shall be clean and free of foreign matter before 
application of paint or surface treatments.  Oil and grease shall be 
removed prior to mechanical cleaning.  Cleaning shall be programmed so that 
dust and other contaminants will not fall on wet, newly coated surfaces.  
Exposed ferrous metals on or in contact with surfaces to be coated, shall 
be spot-primmed with a suitable corrosion-inhibitive primer capable of 
preventing flash rusting and compatible with the coating specified for the 
adjacent areas.

3.2.1   Concrete and Masonry Surfaces

Concrete and masonry surfaces shall be allowed to dry at least 30 days 
before coating.  Surfaces shall be power washed cleaned in accordance with 
ASTM D 4258.  Glaze, efflorescence, laitance, dirt, grease, oil, asphalt, 
surface deposits of free iron and other foreign matter shall be removed 
prior to painting.

3.3   MIXING AND THINNING

When thinning is approved as necessary to suit surface, temperature, 
weather conditions, or application methods, coatings may be thinned in 
strict accordance with the manufacturer’s directions.  The use of thinner 
shall not relieve the Contractor from obtaining complete hiding or full 
film thickness.  Thinning shall not cause the paint to exceed  limits on 
volatile organic compounds.  Coating products of different manufacturers 
shall not be mixed.

3.4   APPLICATION

Coating application practices shall comply with applicable federal, state 
and local laws enacted to insure compliance with Federal Clean Air 
Standards.  Unless otherwise specified or recommended by the coating 
manufacturer, coating may be applied by brush, roller, or spray.  At the 
time of application, coating shall show no signs of deterioration.  Uniform 
suspension of pigments shall be maintained during application.  Each coat 
shall be applied so dry film shall be of uniform thickness and free from 
runs, drops, ridges, waves, pinholes or other voids, laps, brush marks, and 
variations in color, texture, and finish.  Hiding shall be complete.  
Rollers for applying coating products shall be of a type designed for the 
coating to be applied and the surface to be coated.  Special attention 
shall be given to insure that all edges, corners, and crevices receive a 
film thickness equal to that of adjacent coated surfaces.

3.4.1   Respirators

Operators and personnel in the vicinity of operating paint sprayers shall
wear respirators.

3.4.2   First Coat

The first coat shall include repeated touching up of suction spots or 
overall application of primer or sealer to produce uniform color and gloss. 
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 Excess sealer shall be wiped off after each application.

3.4.3   Timing

Surfaces that have been cleaned, pretreated, and otherwise prepared for 
elastomeric coating shall be given a coat of the specified first coat as 
soon as practical after such pretreatment has been completed, but prior to 
any deterioration of the prepared surface.  Sufficient time shall elapse 
between successive coats to permit proper drying.  This period shall be 
modified as necessary to suit weather conditions.  Manufacturer’s 
instructions for application, curing and drying time between coats of 
two-component systems shall be followed.

3.4.4   Fillers

Concrete surface voids and cracks 1.5 mm and larger shall be filled as 
specified in Section 03300; however, surface irregularities need not be 
completely filled.  Concrete cracks 0.75 mm to 1.5 mm shall be filled with  
knife grade consistency elastomeric coating.  The dried filler shall be 
uniform and free of pinholes.  Filler shall not be applied over caulking 
compound.

3.4.5   Decorative Elastomeric Dampproof Coating

Application of elastomeric coating shall be as specified in the 
manufacturer’s printed directions.  Apply two coats over primer, 0.18 mm 
DFT minimum each coat, total 0.40 mm DFT minimum.

3.5   CLEANING

Cloths, cotton waste and other debris that might constitute a fire hazard 
shall be placed in closed metal containers and removed at the end of each 
day.  Upon completion of the work, staging, scaffolding, and containers 
shall be removed from the site or destroyed in an approved manner.  Coating 
products and other deposits on adjacent surfaces shall be removed and the 
entire job left clean and acceptable.

        -- End of Section --
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